&
&
0 300 600
——

(SCALE IN FEET)

N
—

b 34
o

[efl 1 BT8R s

ig

3400' x 75

I
S
o

[T BN
A

CENN
B
)

)

[

o

—

o T I8l T NEslal 11

6

W=
(@]

SUPERIOR

PAVEMENT STRENGTH SURVEY / PAVEMENT CONDITION SURVEY

PAVE. | SOL [SUBGRADE| SUBBASE | BASE SURFACE | o | PAVEMENT STRENGTH | AEMARKS
DENT. | CLASS | CLASS | COURGE | COURBE | COURSE MAX. GROSS LOAD 1LBS!
SNGLE | DUAL |DUAL TAR
RUNWAYS
R=1 | E-1 FA | CBR=20 | 6" ACG. 27 AC " P—402 | 30,000 =
TAXIWAYS
=1 FA | CBR=20 | 6" F—208 | 2" P—401 | 1" P—402 | 30,000 2
<
APRONS
A= FA | CBR=20 | & P—208 | 2 P—401 | 1" P—402 | 30,000 %
REMARKS,

[>1960 MONTANA HIGHWAY DEPARTMENT.
[Z> AIP—02, 1985, ALL PAVEMENT QVERLAYED, NEW TAXIWAY & APRON.

LEQEND DATE OF PAVEMENT
STRENGTH SURVEY: SEPT. 8, 1988
1991 SURVEY AREA EVALUATED BY: J. STYBA
1994 SURVEY AREA DATE OF MOST
RECENT PAVEMENT
B 1997 SURVEY AREA CONDITION SURVEY: SEPT. 23, 1697
EVALUATED BY: R. DONALDSON SUPERIOR

MONTANA

DATE:
DEC., 1997
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